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PLEXY
Divider panels in transparent plexiglass for desks and counters, available with support 
bases or in the Plexy Extra version, with adjustable clamps.
 

The PLEXY model with support bases is available with two different clearances of 3 cm or 8 
cm, for the passage of documents and small objects.

PLEXY EXTRA is the new model with adjustable clamps for table fastening, available with 
an opening in two sizes, suitable for table tops with thickness of 15-20 mm or 25-30 mm.
Available with a clearance of 3 cm, for the passage of documents and small objects.

All Plexy models are entirely made in cast plexiglass, laser cut with shiny edge and rounded 
corners, a material featuring superior durability and capable of mantaining its transparancy 
longer when compared to the more common extruded plexiglass.
 

Materials and finishing: divider panel in transparent cast plexiglass, thickness 4 mm;
support bases in transparent cast plexiglass, thickness 8 mm for greater stability
Recycling: 100 %
Maintenance: use a soft cloth and sanitizing products with an alcohol content of not more 
than 65%, or water and neutral soap. Do not use chemical products or abrasives.

PLEXY

2617. Panel: 150 x h 60 cm

2615. Panel: 120 x h 60 cm

2610. Panel: 100 x h 60 cm

2611. Panel: 75 x h 60 cm

2613. Panel: 60 x h 60 cm

- support bases depth: 20 cm
- clearance between support surface and panel: 3 cm or 8 cm

PLEXY EXTRA

2667. Panel: 150 x h 60 cm

2665. Panel: 120 x h 60 cm

2660. Panel: 100 x h 60 cm

2661. Panel: 75 x h 60 cm

2663. Panel: 60 x h 60 cm

- opening of the supports with clamps: 22 mm (for table tops with thickness 15 - 20 mm), 
   or 32 mm (for table tops with thickness 25 - 30 mm)
- maximum clamps excursion: 7 mm
- clearance between support surface and panel: 3 cm

Clearance: 8 cm.

Clearance: 3 cm.



Plexy Extra with adjustable clamps for table fastening.



Tops in transparent plexiglass for divider and sound-absorbing panels.

All Plexy models are entirely made in cast plexiglass, laser cut with shiny edge and rounded 
corners, a material featuring superior durability and capable of mantaining its transparancy 
longer when compared to the more common extruded plexiglass.

Materials and finishing: divider panel in transparent cast plexiglass, thickness 4 mm;
support bases in transparent cast plexiglass, thickness 8 mm for greater stability
Recycling: 100 %
Maintenance: use a soft cloth and sanitizing products with an alcohol content of not more 
than 65%, or water and neutral soap. Do not use chemical products or abrasives.

2677. Panel: 150 x h 35 cm

2675. Panel: 120 x h 35 cm

2670. Panel: 100 x h 35 cm

2671. Panel: 75 x h 35 cm

2673. Panel: 60 x h 35 cm

- opening of the supports for insertion on the panels: 1,8 cm or 2,5 cm

PLEXY TOP



Plexiglass top for divider and sound-absorbing panels. 



LUX
Glass divider panels for desks and counters with support bases or with adjustable clamps.

Available with a clearance of 4 cm, for the passage of documents and small objects.

Materials and finishing: divider panel in tempered glass, thickness 5 mm;
support bases in painted steel, thickness 4 mm;
adjustable clamps in painted steel, thickness 4 mm, and black plastic material
Recycling: 100 %
Maintenance: use a soft cloth with normal glass cleaner or water and neutral soap, or 
alchool and disinfectant.

With support bases

2680. Panel: 100 x h 60 cm

2687. Panel: 150 x h 60 cm

- support bases depth: 25 cm
- clearance between support surface and panel: 4 cm

With adjustable clamps

2690. Panel: 100 x h 60 cm

2697. Panel: 150 x h 60 cm

- opening of the supports with clamps: 30 mm (for table tops with thickness 10 - 25 mm)
- maximum clamps excursion: 25 mm
- clearance between support surface and panel: 4 cm



DIXPENSER
Free-standing sanitizing station available in a basic unit, with a nylon elastic band; or with 
a product-locking system equipped with an adjustable handle. 

All versions may also be equipped with an optional tray for packings of single-use gloves or 
masks, or any other possible need, available in two different versions.

Materials and finishing: base and rod in painted steel;
holder for sanitizing products in painted steel, thickness 2 mm;
adjustable and reopening band in nylon polyamide;
optional storage tray in painted steel, thickness 2 mm
Recycling: 100 %
Maintenance: use a soft cloth with normal glass cleaner or water and neutral soap, or 
alchool and disinfectant.

2650. DIXPENSER basic unit
Ø 35 x h 130 cm

2651. DIXPENSER with product-locking system with handle
Ø 35 x h 130 cm (product-locking hole: Ø 7 cm)

   580. Optional storage tray
21 x 13,5 x h 15 cm

   581. Optional double storage tray
21 x 13,5 x h 35 cm

With nylon elastic band. With product-locking and handle.



Certifications

ISO 14001:2015
ISO 9001:2015
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